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Company Profile

With products exported to over 60 countries and regions worldwide, Yateks earns the trust of their 
customers in various industrial sectors such as automotive casting, aerospace, wind energy, and 

Founded in 2003, Yateks is a premier remote vision inspection (RVI) solutions provider with full 
research & development, manufacturing, and customer service capabilities.

power generation.

Over 20 years of quality and 
innovation.

Quality Control & Reliability:
Yateks has a high-level R&D team led by 
doctors and masters who establ ished a 
complete quality management system for their 
products. They live by the principle "always 
practice quality first when pursuing excellence."

All products must pass rigorous trials of internal 
and external quality testing. These range from 
EMC testing, high/low temperature trials, and 
vibrational testing procedures. This ensures 
Yateks products are reliable before use in 
applications with

Product Highlights & Features:
Yateks Industrial Video Borescopes offer a 
number of rich product features to ensure 
complete and documented RVI..

·Tiny video borescope diameters
·As small as 0.7 mm OD (coming soon)
·10x resolution of small diameter fiberscopes
·Smooth and high-quality video and images
·High-definition CMOS sensors
·Advanced image processing over long probe 
  distances

·Wide fields-of-view
·Multi-focal length coverage
·Durable and versatile probe construction
·Titanium shaft sheathing
·Sapphire protective windows
·Modular probe construction for different 
  length/diameter options

·White/UV/IR LED options
·Flexible & precision probe steering
·Small distal tip articulation footprint
·Motorized articulation available

Patents & People		
At present, Yateks has 38 invention patents, and other types of patents domestically and internationally. 
Many of these are the first in the world, making Yateks a global leader in technology innovation and 
development.

As a "people-first" company, Yateks is made up of superb employees with vast innovative talents. Close 
attention is put into hiring, training, and cultivating employees which creates a strong, cohesive team 
from top to bottom. Honesty and trustworthiness is the Yateks teams' bottom line; always driving forward 
into the future. together.

Yateks has partnered with over 20 top universities, promoting the Industry-University-Research 
cooperation, with excellent upstream and downstream partners. Sustainable development in 
partnerships and employees remains the Yateks mission: to create mutual incentives for all 
stakeholders so that Yateks may forge ahead courageously creating world-class products with 
world-class people.

Quality builds the brand, innovation leads the future.

Let's work together and climb the peak again!
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Development 
History

2003
Founded in 2003 in the city of 
innovation, Shenzhen
Registered capital of 20 million 
RMB. 

2009
Was elected as National High-
Tech Enterprise.

E s t a b l i s h e d  a c a d e m i c i a n 
workstation.

2011

2013

2015

2016

2018

2019

2023

A c h i e v e d  I S O 9 0 0 1  q u a l i t y 
management system certification.

Won Shenzhen Top Brand.

 Accomplished CE & RoHs.

Covered more international market 
and receives recognit ion (EU, 
USA, Japan,Korea, Australia, New 
Zealand, Malyasia,India,etc)

Yateks Baolong Industrial Park 
put into production

State-level “small giants”with 
new technologies and specialties, 
Acquisition of AEO certification，
Establishment of North American 
Repair Center

Organization High-Tech Honors

|  5
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Application
Applications: Aviation/ Aerospace/ 

Wind Generation/ Manufacturing/ 

Automotive/ Power Gen/ Chemical 

Processing / Oil and Gas

Q Series HD Portable Industrial Borescope

The Yateks Q Series is a lightweight, compact and flexible video endoscope with a range of 
options and adaptability to meet the needs of your daily inspection routine.

5.5’’ OLED SCREEN

TOUCH SCREEN OR STYLUS INTERFACE 

DUAL CAMERA

MINI-JOYSTICKS

INTERCHANGEABLE CAMERA

Touch Screen & Stylus Interface

Flexible articulation -mechanical 360 ° steering function,one-way 

bending can be up to 220°

Replaceable insertion tube – tubes with different diameter &length 

&specs can be replaced to meet different onsite applications.
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Camera technology CMOS

Illumination LED or Fiber-optic 

Camera view   0° Forward View (FN, FM, FF)90° Side View 0° Forward View
 and 90° Side View (Dual camera Mode)

Display High resolution 5.5'' OLED Display

Power supply 2 rechargeable battery, type: 18650-protected; power adapter USB-C

White balance Automatic or manual

Photo BMP, PNG, JPG

Video AVI, MP4

Medium SD card or PC through USB

Articulation 2- /4-way mechanically with joystick

Connections SD card, USB-C, HDMI

Protection class Probe IP 67 (1 Bar pressure）Handset IP 54

Ambient temperature Handset -20° C to +50° C, probe -20° C to +70° C

Weight From 0.95kg, depending on probe

TECHNICAL DATA

Diameter
Working length

1m 1.5m 2m 3m 5m 8m 10-20m

1.1mm ·

1.7mm · · ·

2.2mm · · · ·

2.8mm · · · ·

4mm · · · ·

6mm · · · · · · ·

8.4mm · · · · · · ·

PROBE VERSIONS

Focal range Light source

Diameter
FN FM DM FF W U I D

DOF(mm) DOF(mm) DOF(mm) DOF(mm) White light UV light IR light Dual light

1.1mm 3-20 yes

1.7mm 3-50 yes

2.2mm 3-50 yes

2.8mm 3-20 yes WL+UV

3.9mm 3-20 8-150 
10-200

F: 8-100 
S: 5-50 yes yes WL+UV

6mm 3-20 8-150 
10-200

F: 8-100 
S: 5-50 50-∞mm yes yes yes WL+UV/PR

8.4mm 8-150 
10-200

F: 8-100 
S: 8-100 yes

FN Forward Near        FM Forward Mid      DM Forward Mid& Side Mid 
FF Forward Far

Customized performance on request
Distal LEDs or Fiber optic

INCLUDED ACCESSORIES
• Transport Case
• Battery Charger
• Li-Ion rechargeable batteries (type 18650-protected)
• USB cable with power adapter
• Stylus Pen
• SD card with USB adapter

OPTIONAL ACCESSORIES
• Stand or Magnet stand 

• 
• Guide Tube Rid with handle

Semiflexible guide tube
• Centering aid (for centering video probes  
   in tubes)

P PLUS Series High Resolution Videoscope Camera

The Yateks P PLUS Series is the perfect choice when probes of different working lengths 
and diameters are required and when the screen and probe must be used in different 
places.

8-inch Touch Screen, Windows user interface, easy to operate The dual camera assists in viewing straight ahead in 0 degree and 

side in 90 degrees		

• 8’’ TOUCHSCREEN

• Two megapixels FHD camera		

• Compatible multiple probes		

	

Comparison measurement
Compatible multiple probes：The different working lengths and 

diameters of the probes offer great flexibility

|  9

• HDMI cable
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• Diameter 1.0 ± 0.1 mm 

• Resolution 400 x 400 pixels 

• Direction of View Direct 

• Depth of Field (DOF) 3 - 20mm 

• Field of View (FOV) 120° 

• Illumination Source / Type Fiber / White 

• Intensity 3000 lux

• Camera size：  

   0.65×0.65×1.5mm

• Field of View120°

• Pixel400×400

• φ2.5mm Direction of View 

    Range：0° ~90°

Strap
It is used to fix the borescope monitor in special use 
environments

Diameter
Working length

1m 1.5m 2m 3m 5m 8m 10-20m

1.1mm · ·

1.6mm · · ·

1.7mm · · ·

2.2mm · · · ·

2.8mm · · · ·

4mm · · · ·

6mm · · · · · · ·

8.4mm · · · · · · ·

PROBE VERSIONS

Focal range Light source

Diameter
FN SN FM DM FF W U D

DOF(mm) DOF(mm) DOF(mm) DOF(mm) DOF(mm) White light UV light Dual light

1.1mm 3-20 yes

1.6mm 3-20 yes

1.7mm 3-50 yes

2.2mm 3-50 yes

2.8mm 3-20 3-50 yes WL+UV

3.9mm 3-20 8-150 
10-200

F: 5-100
S: 3-50mm yes yes WL+UV

6mm 3-20 8-150 
10-200

F: 8-100
S: 5-50 50-∞mm yes yes WL+UV/PR

8.4mm 8-150 
10-200

8-150 
10-200

F: 8-100
S: 8-100 yes

FN Forward Near        SN Side Near   FM Forward Mid      DM Forward Mid& Side Mid
 FF Forward Far

Customized performance on request
Distal LEDs or Fiber optic

INCLUDED ACCESSORIES
• Transport Case
• Battery Charger
• Li-Ion rechargeable batteries (type 18650-protected)
• USB cable with power adapter
• Stylus Pen
• SD card with USB adapter

OPTIONAL ACCESSORIES
• Stand or Magnet stand 
• Guide Tube Riid with handle
• Semiflexible guide tube
• Centering aid (for centering video probes   
   in tubes)

Camera technology CMOS

Illumination LED or Fiber-optic

Camera view  0° Forward View (FN, FM, FF),90° Side View 0° Forward 
View and 90° Side View (Dual camera Mode)

Display High resolution 8'' touch screen

Power supply 4 rechargeable batteries, Type: 18650-protected; AC power adaptor

White balance Automatic or manual

Photo BMP, PNG, JPG

Video AVI, MP4

Medium SD card or PC through USB

Articulation 4-way electrically with joystick 

Connections SD card, USB-C, HDMI

Protection class Probe IP67(1 Bar pressure）Handset IP 54

Ambient temperature Handset -10° C to +50° C, Probe -20° C to +70° C

Dimensions Base unit 24.4 cm (L) x 23.5 cm (W) x 5.5 cm (H)
Weight From 2.3 kg, depending on probe

TECHNICAL DATA

  |  10

Semi-rigid or flexible video borescope 

Ultraviolet light+White light
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Yateks Xplus Videoscope

The Yateks X plus videoscope offers cutting-edge technology for conclusive inspections in 
harsh industrial environments  The high-resolution, contrast-rich display can be adjusted 
to the brightness of the environment. The joystick control enables a precise, lag-free probe 
control, with automated and patented locking brake for steady probe orientation.

BRILLIANT FULL HD LED-DISPLAY

The high-resolution, contrast-rich display can be 

adjusted to the brightness of the environment.

LARGE TOUCH SCREEN 
For intuitive and simple handling.

INTUITIVE AND EASY: 

JOYSTICK CONTROL 

For precise, lag-free probe control, 

with automated and patented 

locking brake for steady probe 

orientation.

 

	

COMPATIBLE BATTERY PACK 

HIGH COMPATIBILITY

Slot for SD memory card, USB port for data 

transmission and HDMI port for image 

transmission.

Suitable for standard batteries.

 SHOCKPROOF HOUSING FOR ROBUST 

INDUSTRIAL USE

Made of wear-and chemical resistant synthetic 

material with shock-absorbing buffers.

ROBUST PROBE WITH 4-WAY 

ARTICULATION

Robust for challenging inspection areas.  With 

stainless steel probe head and tungsten braiding.

RAZOR-SHARP DETAILS

High-resolution CMOS sensor in HD quality.

BRIGHT AND CLEAR: HIGH-POWER LED LIGHT

High-power LED light source and high-performance fiber optic light 

guide.

Diameter
Working length

1m 1.5m 2m 3m 5m 8m 10-20m

1.1mm ·

1.7mm · · ·

2.2mm · · · ·

2.8mm · · · ·

4mm · · · ·

6mm · · · · · · ·

8.4mm · · · · · · ·

PROBE VERSIONS

Focal range Light source

Diameter
FN FM DM FF White light UV light IR light Dual light

DOF(mm) DOF(mm) DOF(mm) DOF(mm) yes

1.1mm 3-20 yes

1.7mm 3-50 yes

2.2mm 3-50 yes WL+UV

2.8mm 3-20 yes WL+UV

3.9mm 3-20 8-150
10-200

F: 8-100
S: 5-50 yes yes WL+UV

6mm 3-20 8-150
10-200

F: 8-100
S: 5-50 50-∞mm yes yes yes WL+UV/PR

8.4mm 8-150
10-200

F: 8-100
S: 8-100 yes

FN Forward Near        FM Forward Mid      DM Forward Mid& Side Mid       FF Forward Far
Customized performance on request Distal LEDs or Fiber optic

INCLUDED ACCESSORIES
• Transportation case 
• Battery charger (with 4 slots) 
• Li-ion rechargeable batteries 18650-protected, 4 pieces 
• Power adaptor 
• SD card incl. USB adapter
• Connection cables: USB-C, micro USB, mini HDMI

OPTIONAL ACCESSORIES
• Guide Tube Rigid (GTR) with handle
• Dekabon tubing (semiflexible guide tube)
• Centering aid (for centering video probes in tubes)
• Magnetic stand
• Wireless SD card, SD USB reader

Camera technology CMOS

Illumination LED or Fiber-optic 

Camera view  0° Forward View (FN, FM, FF),90° Side View 0° Forward 
View and 90° Side View (Dual camera Mode)

Display Full HD 5.5“ touch screen

Power supply 4 rechargeable batteries,Type:18650-protected; power adapter USB-C

White balance Automatic or manual

Photo BMP, PNG, JPG,

Video MPG

Medium SD card or PC through USB

Articulation 2-/4-way mechanically with joystick

Connections SD card, USB-C, HDMI

Protection class Probe IP67(1 Bar pressure）Handset IP 54

Ambient temperature Handset -10° C bis +50° C, probe -20° C bis +70° C

Weight From 1.6 kg, depending on probe

TECHNICAL DATA

  |  12
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Realta 3D Measurement Borescope

Yateks Realta 3D Series with measurement function, it can generate 3D point cloud map, 
depth map, profile map, etc. to reproduce the appearance of the measured object. The 
three-dimensional point cloud map can be zoomed and rotated to verify the accuracy of 
point selection in real time. 

• Advanced 3D Measurement Software

• HD Resolution 1920 x 1080 pixels

• Durable & Replaceable Video Probes

High-definition megapixels, 
U s i n g  g e n e r a l - p u r p o s e 
computing graphics processor 
technology, ultra-clear images

Modular design, easy to carry, to repair, 
and to replace 

Multi-display function -image 
c a n  b e  s i m u l t a n e o u s l y 
d i sp layed  on  borescope , 
smartphone and TV with wire 
or without wire, convenient 
to be shared with multiple 
people.

Length Point to area Profile Measurement Multi-Segment Area

Diameter
Working length

1m 1.5m 2m 3m

4mm · · ·

6mm · · · ·

PROBE VERSIONS

Focal range Light source

Diameter
SN FM SM W

DOF(mm) DOF(mm) DOF(mm) White light

4mm 3-50 8-150 yes

6mm 8-150 8-150 yes

      SN Side Near   FM Forward Mid    SM Side Mid Fiber optic

INCLUDED ACCESSORIES
• Battery compartment

Camera technology CMOS

Illumination LED or Fiber-optic 

Camera view  0° Forward View (FN, FM, FF)90° Side View 
0° Forward View and 90° Side View (Dual camera Mode)

Display High resolution 7'' touch screen

Power supply Removable, independently rechargeable battery pack

White balance Automatic or manual

Photo BMP, PNG, JPG

Video AVI, MP4

Medium Built-in 128G + expansion 64G USB flash drive (up to 256G expansion)

Articulation 4-way mechanically with joystick

Connections  HDMI

Protection class Host IP54/Probe IP67(1 Bar pressure）

Ambient temperature Handset -10° C to +50° C, Probe -20° C to +70° C

Dimensions 410mm*230mm*143mm

Weight <3kg

TECHNICAL DATA

  |  14

• Measurement calibration
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M-ADV Series Industrial Videoscope

The Yateks M Series is the perfect choice if you want a compact system that offers 
interchangeable probes and covers special applications such as UV and infrared.

• Ultra-Portable Design

• Lightweight, all-in-one system

• Removable Base

• Quick, thumb view operation

Interchangeable tubes structure

Intuitive, lag-free probe control with 4-way articulation Offers interchangeable probes and covers special applications such as 

UV and infrared.

Camera technology CMOS

Illumination LED (white light, ultraviolet)

Camera view  View 0° Forward View (FN, FM, FF)
0° Forward View and 90° Side View (Dual camera Mode)

Display High resolution 3.5" LCD Display

Power supply 1 rechargeable battery, type: 18650-protected; power adapter USB

White balance Automatic or manual

Photo BMP, PNG, JPG,

Video AVI, MP4

Medium SD card or PC through USB

Articulation 2-/4-way mechanically with joystick

Connections SD card, USB-C, HDMI

Protection class Handset IP54, probe IP67(1 Bar pressure）

Ambient temperature Handset -10° C to +50° C, probe -20° C to +70° C

Weight From 0.75 kg, depending on probe

PROBE VERSIONS

Diameter
Working length

1m 1.5m 2m 3m 5m 6m 8m 10m 12m

1.7mm · ·

2.2mm · · ·

2.8mm · · · ·

4mm · · · ·

6mm · · · · · · · · ·

PROBE VERSIONS

Focal range Light Source
FN FM DM FF W U I

DOF(mm) DOF(mm) DOF(mm) DOF(mm) White light UV light IR light

1.7mm 3-50 Yes / /

2.2mm 3-50 Yes / /

2.8mm 3-50 Yes Yes /

3.9mm 7-80 Yes Yes /

6mm 7-80 F:7-80
/S: 3-30 50-∞mm Yes Yes Yes

FN Forward Near         FM Forward Mid      DM Forward Mid& Side Mid      
FF Forward Far      Customized performance on reques Distal LEDs or Fiber optic

INCLUDED ACCESSORIES OPTIONAL 
ACCESSORIE
• Transportation case

• Battery charger (2-slot)

• Li-Ion rechargeable batteries (type 18650-protected)

• USB cable with power adapter• SD card with USB adapter

OPTIONAL ACCESSORIES
• Stand for M Series, magnetic or non-magnetic

   (angle of approx. 45º for optimal positioning on a horizontal   

   surface)

• Guide Tube Rigid with handle

• semiflexible guide tube

• Centering aid (for centering video probes in tubes)• Mini HDMI cable
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G series Portable Industrial Borescope

Yateks  G Series makes component and system inspections easy and efficient. Special 
options include side DOV probes with slip rings for unrestricted 360-degree probe rotation. 
it is ideal for orbital weld inspections of the inner diameers of tubes and pipes. 

Touchscreen with megapixels

Good compatibility，one base unit compatible with all probes

• Touchscreen with megapixels

• Optional diameter probe: 1.2~9mm

• Good compatibility

Camera technology CMOS

Illumination LED (white light, ultraviolet)

Camera view  0° Forward View (FN, FM, FF)
0° Forward View and 90° Side View (Dual camera Mode)

Display High resolution 5" LCD Display

Power supply 2 rechargeable battery, type: 18650-protected; power adapter USB

White balance Automatic or manual

Photo BMP, PNG, JPG,

Video AVI, MP4

Medium SD card or PC through USB

Articulation 4-way mechanically with joystick

Connections SD card, USB-C, HDMI

Protection class Probe IP67(1 Bar pressure）

Ambient temperature Handset -10° C to +50° C, probe -20° C to +70° C

Weight from 0.75 kg, depending on probe

PROBE VERSIONS

Diameter
Working length

1m 2m 3m 3m 5m 8m 10m 15m

1.2mm ·

2mm · · ·

2.8mm · · ·

3mm · · ·

4mm · · ·

4.5mm · · ·

6mm · · · · · · · ·

PROBE VERSIONS

Focal range Light source
FN FM DM FF W

DOF(mm) DOF(mm) DOF(mm) DOF(mm) White light

1.2mm 3-50 yes

2mm 3-50 yes

2.8mm 5-50 yes

3mm 3-50 3-50 yes

4mm 10-100 yes

4.5mm 3-50 yes

6mm 10-100 F:10-100mm
/S: 5-50mm yes

FN Forward Near         FM Forward Mid      DM Forward Mid& Side Mid     SN Side Near
Customized performance on request Distal LEDs

INCLUDED ACCESSORIES OPTIONAL 
ACCESSORIES
• Transportation case

• Battery charger (2-slot) 

• Li-Ion rechargeable batteries (type 18650-protected)

• USB cable with power adapter

OPTIONAL ACCESSORIES
• Guide Tube Rigid with handle

•

• Semiflexible guide tube

 Centering aid (for centering video probes in tubes)

• Mini HDMI cable
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Optional Accessories 

RIGIDIZER/Semi-flexible tubing

It can be used to keep the insertion 
tube elevated over open spaces, in 
order to reach your target inspection 
area

Micro Manual FOD Retrieval Tool Kits 

Micro Manual FOD Retrieval Tool 
Kit includes various of our smallest 
grabbers at diameters between 
1.4 mm and 3 mm.  Stainless steel, 
aircraft wire, and a plastic handle are 
used for construction. 

Compatible with 4mm-8mm diameter
Suitable pipes:50mm-200mm

Centerer

Auxiliary tools

Mirror

Hook 
Used for hook up some big pieces

Magnetic ring
Used to suck up iron debris

Used for side view

Soft rubber strap& strap fastener

Different  s izes avai lab le ,  f ixed 
insertion tubes

Strap

It is used to fix the borescope 
monitor in special use environments




